
S-450

450W Sub-Low Power Amp.
• Input Power :  AC-220V (50Hz)
• Output Power :  450W @ 8 Ohm (THD<0.02%)
• Total Harmonic Distortion : <0.02%
• Single / Noise Ratio : >100db 
• Low-Pass Crossover Freq. :  20Hz-50Hz / 20Hz-250Hz
• Freq. Range: 80Hz - 1Khz 
• Input sensitivity: 0.775V 
• Protection: short circuit, current limited 
• Dimensions : 470 x262 x 148mm
• Weight : 13 Kgs 
• Finish :  Polished metal cabinet

KaraokeOthers

S-650

450W Sub-Low Power Amp.
• Input Power :  AC-220V (50Hz)
• Output Power :  650W @ 8 Ohm (THD<0.02%)
• Total Harmonic Distortion : <0.02%
• Single / Noise Ratio : >100db 
• Low-Pass Crossover Freq. :  20Hz-50Hz / 20Hz-250Hz
• Freq. Range: 80Hz - 1Khz 
• Input sensitivity: 0.775V 
• Protection: short circuit, current limited 
• Dimensions : 470 x262 x 148mm
• Weight : 15 Kgs 
• Finish :  Polished metal cabinet

F-6000

12” Active Bass
Power: 200W
Frequency Reponse : 50Hz - 150Khz
Sound Ressure Level : 92db (1W1M)
12” speaker, only subwoofer 
Painting Material 
Net Dimensions : 430(W) x 690(H) x 590(D)mm 

F-9000

15” Active Bass
Power: 350W
Frequency Reponse : 50Hz - 150Khz
Sound Ressure Level : 92db (1W1M)
15” speaker, only subwoofer 
Painting Material 
Net Dimensions : 430(W) x 690(H) x 590(D)mm 


